Product End-of-Life W& VERT

Chloride® CP60Z AC UPS

End-of-Life Announcement

Overview

Effective October 1, 2020, Vertiv Industrial Systems S.A.S. will end distribution of the
Chloride® CP60Z AC UPS (IEC version). After October 1, 2020 the configurations of

End-of-Life Announcement: this product will be at End-of-Sale (EOS) and on December 31, 2020 they will no
October 1, 2020 longer be available for purchase from Vertiv.
e End-of-Sale is December 31, All orders for these products should be transitioned to Chloride CP70Z depending on
2020: the customer requirements.
+ Last date for old product Vertiv Industrial Systems provides a comprehensive portfolio of industrial AC UPS,
orders chargers and inverters tailored to specific application or individual customer

requirements. There are multiple technologies and options available in different ranges

*  Last date for extended to meet most needs for AC power back up in industrial or harsh environments.

warranty sales
Our obsolescence management program guarantees spare parts availability for the

*  Last Shipment date: April 30, obsolete products for the period of 10 years following the end-of-life date. To perform
20 the obsolescence audit of your Chloride UPS installed park or any other questions

related to service please contact us at industrial.support@vertiv.com.

Please note this EOL announcement does not concern the UL version of Chloride

Replacement Product:
CP60Z that will remain available for order for the foreseeible future.

*  Chloride® CP70Z
Replacement Product

The AC portfolio of industrial solutions include:

*  Chloride CP70Z AC UPS, the flagship UPS for industrial applications. It is available
in single phase or three-phase output from 5 to 500 kVA.

Ratings

Output Power’ (kVA) vs DC Intermediate Voltage (VDC)

110-120 VDC 5 10 20 30 40 50 60?2

220-240 VDC - 102 20 30 40 50 60 80 100 1202
400 VDC? - - - - 40 50 60 80 100 120

Key Features

6- or 12-pulse thyristor rectifier at the core of the best-in-class reliability

Reduced inrush current < 10xIn to avoid oversizing upstream protection and 2-step start-up
<10% THDI in 12-pulse SCR system is possible without additional harmonic filters

Smart access to UPS data via a large color touchscreen with 2000-event exportable log.

Unmatched overload and short-circuit capacity at 315% for 100ms*

1 At power factor 0.8 lagging

2 1-ph output only

3 Up to 250 kVA 1-ph output or up to 500 kVA 3-ph output on request
4 3-ph output only
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